
LC600
Compact design. Powerful
compaction. Zero emissions.

ELECTRIC WASTE COLLECTOR
& COMPACTOR

The LC600 is a compact electric garbage truck 
engineered to operate where traditional waste 
collection vehicles can’t. With a slim profile, 
durable build, and fully electric drivetrain, it’s the 
smart choice for municipalities and contractors 
managing tight or restricted spaces. Reliable, 
quiet, and eco-friendly, it combines efficiency with 
sustainability to simplify everyday waste handling.

WHAT SETS IT APARTWHERE IT WORKS BEST

Battery
5 kWh lithium-ion battery, 
Runtime: 10 hours | Charging 
time: 8 hours

Hopper volume
6 cu. yd.

Trailer unit requirements
7000 lbs towing capacity, 
1000 lbs minimum tongue 
weight | Standard 4-way 
connector, Dual axles, 24 in. 
tires, electric brakes

Payload
3,000 lbs (1,361 kg)

Compaction force
500 lbs (227 kg) per cu. yd 

Truck-mounted chassis 
Class 4, 6000 lbs payload,
Max chassis height: 30 in.
(762 mm)

TECHNICAL SPECIFICATIONS

Compact footprint. All-electric performance.
With a 6 cu. yd. capacity and up to 3,000 lbs payload, the 
LC600 delivers the power of a larger waste vehicle in a 
fraction of the size. Its fully electric system—powered by a 5 
kWh lithium battery—offers up to 10 hours of autonomy with 
simple overnight charging. Built with high-strength materials 
and a single-motor design free of hydraulics, it ensures 
reliable compaction, reduced maintenance, and safe, 
ergonomic operation.

Purpose-built for hard-to-access environments, 
the LC600 thrives in parks, alleys, narrow streets, 
downtown cores, shopping centers, parking 
facilities, campgrounds, and beachfronts. Its 
compact size and versatility also make it the 
perfect last-mile collection solution in remote 
communities and wildlife reserves.
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1-855 651-0444 (USA/Canada)
1-450-651-0444 (international)

info@exprolink.com
www.exprolink.com

KEY FEATURES AND BENEFITS

LITHIUM BATTERY TECHNOLOGY
A 5 kWh lithium-ion pack with onboard 110V charger delivers 
up to 10 hours of autonomy. Simple overnight charging keeps 
operations ready every day with zero emissions.

Packing and tipping cycles are completed in under 60 seconds, 
ensuring quick turnaround times and continuous workflow 
efficiency.

Prevents waste from spilling during compaction or transport, 
keeping both the equipment and the surrounding environment 
clean.

Built with polyurethane, stainless steel, and Strenx 100 steel, the 
LC600’s single electric motor eliminates hydraulics—reducing 
maintenance while improving safety and ergonomics.

FAST, AUTOMATED OPERATION

RETRACTING CRUSHER PANEL

DURABLE, HYDRAULIC-FREE DESIGN

Tailor your machine to your workday. From versatile 
configurations to enhanced collection control, the LC600
offers options to match your operational needs:

CHASSIS-MOUNTED DEDICATED UNIT

TOW-BEHIND MULTIPURPOSE UNIT

LITTER COLLECTOR BAGS OR KEVLAR BIN (BAGLESS)

2-MICRON INTERIOR FILTER CARTRIDGE

SPARE TRAILER WHEEL

High-capacity, compact waste solution for daily city operations

Easily connects to existing trucks for maximum flexibility

Choose your preferred collection method

Adds extra dust suppression in dry conditions

Keeps operations running with minimal downtime

BUILT YOUR WAYDIMENSIONS

CONTACT US


