
BD202
Heavy-duty performance.
Built for the toughest debris.

MECHANICAL SWEEPER

The BD202 is purpose-built for industrial-strength 
cleaning, tackling wet sand, broken glass, rocks, 
wood, and other heavy debris with ease and 
consistency. Designed for versatility, it features 
permanent 4-wheel drive, rear steering, and 
a high-tip steel hopper to handle both paved 
surfaces and challenging, uneven ground. 
Its rugged build and proven reliability make 
it an essential asset for demanding cleaning 
operations.

Maximum traction. Minimal effort.
Permanent 4×4 traction and a hydrostatic transmission give 
the BD202 the muscle and control to operate in the most 
demanding conditions. The combination of up to a 103 in. 
sweep path, high seating for superior visibility, and intuitive 
joystick controls ensures faster, more efficient cleanups. 
This is a sweeper designed to maximize productivity, reduce 
operator fatigue, and deliver consistent results shift after 
shift.

WHAT SETS IT APARTWHERE IT WORKS BEST
From industrial facilities and ports to airports, 
military bases, and municipalities, the BD202 
thrives in locations that demand both durability 
and maneuverability. Its compact yet powerful 
design allows it to navigate confined spaces, while 
its robust sweeping system makes short work of 
the heaviest and most stubborn debris in high-
traffic or hard-to-reach environments.

Engine
Kubota V1505-E4B, EPA Tier 4 
Final, 4-cylinder diesel

Hopper capacity
1.17 cu yd. (0.9 cu m.)

Sweep path
77 in. (1956 mm) up 
to 103 in. (2616 mm)

Payload
2200 lbs (1000 kg) 

Water tank capacity
92.5 gal. (350 L) 

Gross rated power
18.5 kw (24.8 HP)

Tipping height
59 in. (1500 mm)

Gradeability (at full load)
42% 
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KEY FEATURES AND BENEFITS

INDUSTRIAL SWEEPING PERFORMANCE
Equipped with a three-broom mechanical system and steel arms, 
the BD202 delivers a total sweep path of up to 103 in. It is designed 
to handle heavy, wet, or granular debris consistently, ensuring 
cleaner results in fewer passes.

Full-time all-wheel traction combined with rear steering and 42% 
gradeability gives the BD202 the power and stability to operate 
smoothly across uneven, sloped, or demanding terrain with 
confidence.

A durable 1.17 cu. yd. side-tipping steel container with 59 in. unload 
height makes it simple to transfer debris directly into bins or 
containers, reducing handling time and increasing productivity.

High seating for superior visibility, intuitive joystick controls, and 
a simplified operating layout ensure faster training and more 
efficient use. The ergonomic design helps reduce fatigue during 
long shifts.

PERMANENT 4×4 DRIVE SYSTEM

HIGH-DUMP STEEL HOPPER

OPERATOR-FOCUSED DESIGN

Tailor your machine to your workday. From operator comfort 
to enhanced cleaning and year-round adaptability, the BD202 
offers flexible configuration options to meet the demands of 
your environment:

PRESSURE WASHER GUN (2175 PSI)

HEATER AND AIR CONDITIONING

FULLY GLAZED, SOUNDPROOF CABIN

UPPER HOPPER DOOR WITH AUTO OPEN

TOWING HITCH WITH POWER SOCKET

SECOND PASSENGER SEAT

ERGONOMIC, ADJUSTABLE OPERATOR SEAT
WITH AIR SUSPENSION

Adds targeted high-pressure cleaning capability

Year-round climate control for all-season deployment

Enhances operator comfort in noisy or extreme conditions

Seamless debris unloading during tip cycle

Utility-ready for trailer or equipment connection

Added capacity for supervision or training

Customizable comfort and reduced operator fatigue

BUILT YOUR WAYDIMENSIONS
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